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Special Details

HU-SIG-1

STRUCTURE MARKER

SIGNS

04-01-15

03-12-20

NOTES:

1. 0.063" THICK ALUMINUM SIGN. WHITE LETTERS ON GREEN HIGH INTENSITY PRISMATIC REFLECTORIZED

BACKGROUND.

2. 2" x 2" TELSPAR POST, MINIMUM 3 FEET BURY DEPTH AND MINIMUM 3 FEET ABOVE EXISTING GROUND.

3. STRUCTURE MARKER SIGNS SHALL BE FURNISHED AND CONSTRUCTED FOR ALL STRUCTURES LOCATED OUTSIDE

OF THE STREET RIGHT-OF-WAY.

4. SIGNS ARE NOT REQUIRED IF STRUCTURE IS LOCATED IN MAINTAINED LAWN.
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HU-SIG-2

WETLAND BUFFER

MARKER

04-01-15

03-12-20
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POST INSTALLATION:

MOUNTED TO A HEIGHT OF FOUR FEET ABOVE GRADE SET AT LEAST 42

INCHES IN THE GROUND INSTALLED PER APPROVED PLAN.

POST MATERIALS:

2" X 2" X 8' TELSPAR POST

SPECIFICATIONS:

SUBMIT PLAN TO CITY OF HUGO PRIOR TO INSTALLATION  OF SIGNS,

MATERIAL AND WORDS MAY CHANGE

MONUMENT:

CONSISTS OF A POST AND A  WETLAND BUFFER SIGN

WETLAND BUFFER SIGNS:

MOUNTED FLUSH WITH THE TOP OF THE POST FASTENED WITH 3/8" DRIVE

RIVETS AND NYLON WASHERS SIZE: 12" H x 8" W  ALUMINUM SHALL BE

5052-H38 OR 6061-T6 ALLOY. GAUGE SHALL BE 0.080
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HU-SIG-3

SIGN DETAIL

04-01-15

03-12-20

3/8" DRIVE RIVETS WITH

NYLON WASHERS

(TLXDR 3878 - 05)

POST

2" x 2" x 10'

(20D12 * 10 - QP)

5/16" CORNER BOLT

WITH NYLON LOCK NUT

(TLCB 516M)

ANCHOR

2-1/4" x  2-1/4" X 4'

(20F12 - 04 - PG)

5/16" CORNER BOLT

(TLCB 516M)

5/16" NYLON LOCK NUT

EXISTING GROUND

 POST 6"

INTO ANCHOR

2" ABOVE

GROUND
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HU-SIG-4

STREET I.D.

SIGN DETAIL

04-01-15

03-12-20

E County Line

4700

Rd

2" RAIN CAP

(TLARC 200)

9" STREET I.D.

3/8" DRIVE RIVETS WITH

NYLON WASHERS

TLXDR (3878-05

SPACER 1/2" x 2" PVC

WITH #34 - 2" CHERRY MATE RIVET

POST 2" x 2" x 12'

(20D12 - 12 - QP)

7" LOGO

3" ADDRESS

NUMBERS

9" STREET I.D.

5/16" CORNER BOLT

WITH NYLON LOCK NUT

(TLCB 516M)

STABILIZER

2 -1/2" X 2-1/2"

ANCHOR

2-1/4" x 2-1/4" x 4'

(20F12 - O4 - PG)

5/16" CORNER BOLT

(TLCB 516M)

5/16" NYLON LOCK NUT

EXISTING GROUND

 POST 6"

INTO ANCHOR

2" ABOVE

GROUND
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HU-SIG-5

STREET I.D. / STOP

SIGN DETAIL

04-01-15

03-12-20

2" RAIN CAP

(TLARC 200)

9" STREET I.D.

SPACE 1/2" x 2" PVC

TUBE WITH #34 - 2"

CHERRY MATE RIVET

30" OR 36" STOP

3/8" DRIVE RIVETS WITH

NYLON WASHERS

TLXDR (3878 - 05)

7" LOGO

6" STREET NAME

3" ADDRESS

NUMBERS

9" STREET I.D.

POST 2" x 2" x 12'-0"

(20D12 - 12 - QP)

5/16" CORNER BOLT

WITH NYLON LOCK NUT

(TLB 516M)

STABILIZER

2-1/2" x 2-1/2" x 18"

(24F12 - ODA - PG)

ANCHOR

2-1/4" x 2-1/4" x 4'-0"

(20F12 - O4 - PG)

EXISTING GROUND

2" ABOVE GROUND

POST 6" INTO

ANCHOR

5/16" CORNER BOLT

(TLCB 516M)

5/16" NYLON LOCK NUT
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